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Title  30— MINERAL  RESOURCES 

Chapter  I — Bureau  of  Mines, 
Department  of  the  Interior 

SUBCHAPTER  O — COAL  MINE  HEALTH  AND 
SAFETY 

PART  71— MANDATORY  HEALTH 

STANDARDS— SURFACE  WORK 

AREAS  OF  UNDERGROUND  COAL 

MINES  AND  SURFACE  COAL  MINES 

Pursuant  to  the  authority  vested  in  the 
Secretary  of  the  Interior  imder  section 
101  of  the  Federal  Coal  Mine  Health  and 
Safety  Act  of  1969  (30  U.S.C.  811),  to 
promulgate  mandatory  health  standards 
transmitted  to  him  by  the  Secretary  of 
Health,  Education,  and  Welfare,  there 
was  published  in  the  Federal  Register 
for  January  7,  1971  (36  FJl.  252),  pro¬ 
posed  mandatory  health  standards  ap¬ 
plicable  to  surface  coal  mines  and  to 
surface  work  areas  of  imderground  coal 
mines. 

Interested  persons  were  afforded  a 
period  of  45  days  within  which  to  submit 
written  comments,  suggestions,  or  objec¬ 
tions  to  the  propo^  standards.  A  num¬ 
ber  of  comments  were  received  by  the 
Bureau  of  Mines  and  transmitted  to  the 
Department  of  Health,  Education,  and 
Welfare.  In  addition  to  these  comments, 
a  request  for  a  public  hearing  was  filed 
with  the  Secretary  of  the  Interior,  stat¬ 
ing  objections  to  certain  of  the  proposed 
standards  and  the  groimds  therefor.  On 
Jime  29,  1971,  in  accordance  with  sec¬ 
tion  101(f)  of  the  Act,  the  Secretary  of 
the  Interior  published  a  notice  (36  F.R. 
12245)  specifying  the  proposed  manda¬ 
tory  health  standards  to  which  objec- 
ticHis  had  been  filed  and  a  hearing 
requested.  On  July  15,  1971,  the  Depart¬ 
ment  of  Health,  Education,  and  Welfare 
published  a  Notice  of  Public  Hearing  (36 
FJl.  13172)  affording  interested  persons 
an  opportunity  to  be  heard  at  a  hearing 
which  was  conducted  by  the  National 
Institute  for  Occupational  Safety  and 
Health  at  that  Department  on  August  17, 
1971. 

On  the  basis  of  the  evidence  presented 
at  the  hearing  and  on  other  information 
available  to  the  Department  of  Health, 
Educaticm,  and  Welfare  concerning  the 
surface  health  standards,  findings  of  fact 
were  made  public  in  accordance  with 
section  101(g)  of  the  Act  m  October  15, 
1971  (36  F.R.  20126). 

Section  101(g)  of  the  Act  also  provides 
where  a  public  hearing  has  been  held 
that,  in  the  ev«it  the  Secretary  of  the 
Interior  or  the  Secretary  of  Health,  Edu¬ 
cation,  and  Welfare,  as  the  case  may  be, 
determines  that  a  proposed  mandatory 
health  or  safety  standard  should  not  be 
promulgated  or  should  be  modified,  he 
shall  publish,  within  a  reasonable  time, 
his  reasons  for  his  determination.  In  his 
letter  transmitting  Part  71  for  publica¬ 
tion,  the  Secretary  of  Health,  Education, 
and  Welfare  has  requested  that  his  rea- 
scms  for  modifying  the  proposed  health 
standards  be  set  forth  as  part  of  this 
document.  Accordingly,  the  Secretary’s 
statement  is  set  out  as  follows: 


As  proposed  on  January  7,  1971,  each  of 
the  standards— dust,  airborne  contaminants, 
noise,  surface  facilities,  sanitary  toilet  fa¬ 
cilities,  and  drinking  water — was  to  have 
been  effective  on  June  30,  1971,  to  give  oper¬ 
ators  an  opportunity  to  establish  procedures, 
train  personnel  and  construct  facilities  to 
comply  with  the  standards.  Because  of  the 
public  hearing  and  publication  of  the  find¬ 
ings  of  fact,  final  promulgation  of  the  stand¬ 
ards  has  been  delayed.  However,  the  rationale 
for  a  delay  In  effective  date  still  exists.  Ac¬ 
cordingly,  the  regulations  provide  for  a  90- 
day  delay  In  effective  date. 

In  addition,  with  respect  to  compliance 
with  the  respirable  dvist  standards,  an  oper¬ 
ator  may,  upon  application  to  the  Bureau 
of  Mines,  be  granted  an  extension  of  time 
not  to  exceed  90  days  from  the  effective  date 
of  such  standards  If  It  Is  demonstrated  that 
the  operator  has  made  a  good  faith  effort 
to  achieve  compliance  and  that  circum¬ 
stances  beyond  his  control  have  prevented 
the  application  of  dust  control  measures 
(see  Item  2,  below).  It  Is  intended  that 
these  extensions  be  granted  sparingly,  rather 
than  as  a  matter  of  course,  where,  for  ex¬ 
ample,  control  equipment  has  been  ordered 
but  delivery  delayed. 

The  proposed  regulation  provided  that 
where  a  notice  of  violation  of  the  dust  stand¬ 
ard  was  received,  the  operator  was  required 
to  take  continuous  samples  as  provided  In 
section  104(1)  of  the  Act  until  notified  that 
the  area  In  violation  was  In  compliance.  Since 
section  104(1)  of  the  Act,  which  requires 
continuous  shift  sampling  upon  the  issuance 
of  a  notice  of  violation,  applies  only  to  sam¬ 
pling  pursuant  to  section  202(a)  of  the  Act, 
i.e.,  to  active  workings  In  underground  mines, 
continuous  sampling  under  these  circum¬ 
stances  is  not  required  by  the  Act  In  surface 
coal  mines  and  surface  work  areas  of  under¬ 
ground  mines.  Since  the  sampling  require¬ 
ment  of  {  71.106(d)  of  the  regulations  is  Im¬ 
posed  to  ascertain  whether  appropriate  ac¬ 
tion  has  been  taken  to  bring  surface  areas 
into  compliance  with  the  dust  standard  after 
a  notice  of  violation  has  been  received,  not 
less  than  16  samples  in  surface  mines  and 
surface  work  areas  of  underground  mines 
taken  from  the  environment  of  the  working 
position  In  question  provides  a  reasonable 
basis  for  the  necessary  determination  of 
whether  compliance  has  been  achieved.  The 
provisions  of  §  71.106  have  been  modified 
accordingly. 

Since  persons  exposed  over  a  period  of 
years  to  concentrations  of  respirable  coal 
dust  of  2.0  mg/m*  or  less  are  not  expected 
to  develop  pneumoconiosis,  the  use  of  0.5 
mg/mi*,  rather  than  1.0  mg/m*,  as  the  break¬ 
point  for  annual  sampling  pursuant  to 

71.108  and  71.109  and  semiannual  sam¬ 
pling  pursuant  to  Sf  71.107  and  71.109  does 
not  afford  an  appreciable  Increase  In  health 
protection  to  the  miner.  Moreover,  due  to 
Impreclsions  in  weighing  and  measuring 
dust,  use  of  0.6  mg/m*  as  the  breakpoint  is 
Inadvisable;  under  the  circumstances,  1.0 
mg/m*  has  been  substituted  as  the  break¬ 
point  for  annual  and  semiannual  sampling. 

While  there  is  no  change  from  the  proposal 
for  the  standards  for  airborne  contaminants, 
the  language  In  subpart  C  has  been  revised 
to  clarify  that  the  threshold  limit  values 
(TLV’s)  adopted  by  American  Conference  of 
Governmental  Hygienists  (ACOIH)  In 
Threshold  Limit  Values  of  Airborne  Con¬ 
taminants  (1970)  are  mandatory  health 
standards. 

Where  the  ACOIH  permits  a  time  weighted 
average  to  be  used  to  determine  compliance 
with  a  specific  TLV,  a  time  weighted  aver¬ 
age  will  also  be  used  to  determine  com¬ 
pliance  under  subpart  C.  Similarly,  excur¬ 
sions  above  the  listed  TLV,  other  than  those 
substances  given  a  “C”  designation,  must  not 


be  of  greater  magnitude  than  Is  character¬ 
ized  as  permissible  by  the  ACOIH  document. 
Any  substance  with  a  "C”  designation  Is  not 
subject  to  the  excursion  factor,  and  concen¬ 
trations  of  such  a  substance  shall  not  exceed 
Its  listed  celling  limit. 

The  applicability  of  Subpart  E  which  con¬ 
cerns  surface  bathing  facilities,  change 
rooms,  and  sanitary  fiush  toilet  facilities,  has 
been  modified  and  now  applies  only  to  sur¬ 
face  coal  mines.  Sanitary  facilities — bathing 
facilities,  change  roms  and  toilet  facilities — 
at  surface  work  areas  of  underground  mines 
are  subject  to  the  provisions  of  30  CFB  Part 
75.  1712  et  seq.  Subpart  F  similarly  has  been 
made  applicable  to  sanitary  toilet  facilities 
at  surface  work  sites  of  surface  mines  only. 
This  subpart  now  provides  for  the  Installa¬ 
tion  of  additional  toilets  at  sites  where  more 
than  10  miners  work. 

A  number  of  modifications  to  the  waiver 
provisions  of  Subpart  E  are  designed  to  as¬ 
sure  the  maximum  possible  compliance  with 
the  requirements  of  that  subpart.  Operators 
may  obtain  waivers  if  they  are  providing  or 
making  available  under  arrangements  with  a 
third  person,  facilities  which  are  at  least 
equivalent  to  those  required  by  the  stand¬ 
ards.  Because  of  changing  conditions,  a 
waiver  Is  not  permanent.  A  time  limit  of  1 
year  has  been  Imposed  on  any  waiver  granted 
although  extensions  of  the  waiver  may  be 
granted.  Finally,  the  Coal  Mine  Health  and 
Safety  District  Manager  must  consult  with 
the  appropriate  Regional  Program  Director 
of  the  National  Institute  for  Occupational 
Safety  and  Health  prior  to  issuing  any 
waiver. 

In  view  of  the  Insufficiency  of  the  evidence 
concerning  the  requisite  quantity  of  safe 
drinking  water  and  distance  of  sanitary  toilet 
facilities  from  surface  work  sites  to  protect 
the  health  of  miners,  these  requirements 
have  for  the  present  been  deleted  from  Sub¬ 
parts  O  and  F  respectively.  As  stated  In  the 
findings  of  October  15,  1971  (36  F.R.  20126), 
the  National  Institute  for  Occupational 
Safety  and  Health,  after  Its  study  of  the 
question,  will  report  thereon,  together  with 
recommendations  for  mandatory  health 
standards  on  these  matters,  not  later  than 
December  31,  1972. 

Effective  date:  These  regulations  shall 
become  effective  90  days  after  the  date 
of  publication  in  the  Federal  Register. 

Dated:  March  22,  1972. 

Rogers  C.  B.  Morton, 

Secretary  of  the  Interior. 

1.  Part  71,  as  set  forth  below,  is  hereby 
adopted,  effective  90  days  after  the  date 
of  its  publication  in  the  Federal  Register. 

Subpart  A — General 

Sec. 

71.1  Scope. 

71.2  Definitions. 

Subpart  B— Dust  Standards 

71.100  Dust  standards;  respirable  dust; 

quartz. 

71.101  Sampling;  general  requirements. 

71.102  Sampling;  by  whom  done. 

71.103  Approved  sampling  devices. 

71.104  Approved  sampling  devices;  opera¬ 

tion;  rates  of  fiow. 

71.105  Approved  sampling  devices;  equiva¬ 

lent  concentrations. 

71.106  Initial  sampling  cycle;  establish¬ 

ment  of  basic  sample;  notice  of 
violation. 

71.107  Initial  sampling  cycle;  basic  sam¬ 

pling  cycle;  semiannual  sampling 
requirements. 

71.108  Initial  sampling  cycle;  basic  sam¬ 

pling  cycle;  annual  sampling  re¬ 
quirements. 


FEDERAL  REGISTER,  VOL.  37,  NO.  60 — TUESDAY,  MARCH  28,  1972 


RULES  AND  REGULATIONS 


6369 


Sec. 

71.109  Semiannual  and  annual  samples;  ee- 

tabllsbment  of  basic  sample. 

71.110  Partial  sampling;  Initial  samples;  ba¬ 

sic  samples;  additional  samples 
required. 

71.111  Respirable  dust  samples;  transmis¬ 

sion. 

71.112  Respirable  dust  samples;  analysis  by 

the  Secretary;  report  to  the  op¬ 
erator. 

71.113  Report  of  data. 

Subpart  C— Airborne  Contamiitants 

71.200  Inhalation  hazards;  threshold  limit 

values  for  gases,  dusts,  fumes, 
mists,  and  vapors. 

71.201  Sampling;  general  requirements. 

Subpart  O — Noise  Standard 

71.300  Noise  standard;  general  require¬ 

ments. 

71.301  Measxirement  of  noise  levels. 

Subpart  E— Surface  berthing  Focilitiet,  Change 
Rooms,  and  Sanitary  Flush  Toilet  Facilities  ert 
Surface  Coal  Mines 

71.400  Bathing  facilities;  change  rooms; 

sanitary  flush  toUet  facilities. 

71.401  Location  of  facilities. 

71.402  Minimum  requirements  for  bathing 

facilities,  change  rooms,  and  sani¬ 
tary  flush  toilet  facilities. 

71.403  Waiver  of  surface  facilities  requlr- 

ments;  posting  of  waiver. 

71.404  Application  for  waiver  of  surface 

facilities  requirements. 

Subport  F— Sanitary  Toilet  Facilities  at  Surface 
Worhsites  of  Surface  Coal  Mines 

71.500  Sanitary  toilet  facilities  at  surface 

worksites;  approved  sanitary  toi¬ 
lets;  installation  requirements. 

71.501  Sanitary  toilet  facilities;  mainte¬ 

nance. 

Subpart  G— Drinking  Water 

71.600  Drinking  water;  general. 

71.601.  Drinking  water;  quality. 

71.602  Drinking  water;  distribution. 

71.603  Drinking  water;  dispensing  require¬ 

ments. 

AuTHoamr:  The  provisions  of  this  Part  71 
Issued  under  sec.  101,  83  Stat.  745;  30  DB.C. 
811. 

Subpart  A — Genetal 
§  71.1  Scope. 

This  Part  71  sets  forth  mandatory 
health  standards  for  surface  work  areas 
of  each  imderground  coal  mine  and  at 
each  surface  coal  mine,  as  ^ecified 
herein,  subject  to  the  Federal  Coal  Mine 
Health  and  Safety  Act  of  1969.  This  part 
also  sets  forth  certain  actions,  conditions, 
and  requirements  which  must  be  met  by 
each  coal  mine  operator  in  carrying  out 
the  mandatory  health  standards. 

§71.2  Deliiiilions. 

Any  term  defined  in  the  Act  and  not 
defined  below  has  the  meaning  given  it 
in  the  Act.  As  used  in  this  part — 

(a)  “Act”  means  the  P^eral  Coal 
Mine  Health  and  Safety  Act  of  1969 
(Public  Law  91-178); 

(b)  “Average  concentration”  means  a 
determination  which  accurately  r^re- 
sents  the  atmospheric  conditions  with 
regard  to  respirable  dust  to  which  each 
miner  in  the  active  workings  of  a  mine 
is  exposed  as  measured  over  a  number  of 
continuous  prodixition  shifts  as  deter¬ 
mined  by  the  Secretary  and  the  Secre¬ 
tary  of  Health,  Education,  and  Welfare; 


(c)  “Concentrations  of  respirable 
dust”  means  the  average  concentrations 
of  respirable  dust  as  measured  with  an 
MRE  instrument  or  equivalent  concen¬ 
trations  measured  with  another  device 
approved  by  the  Secretary  and  the  Sec¬ 
retary  of  Health,  Education,  and 
Welfare; 

(d)  “Miner”  means  any  individual 
working  in  a  coal  mine; 

(e)  “MRE  instrument”  means  the 
gravimetric  dust  sampler  with  foiu*  chan¬ 
nel  horizontal  elutriator  developed  by  the 
Mhiing  Research  Establishment  of  the 
National  Coal  Board,  London,  England; 

(f)  “Qualified  person”  means  an  indi¬ 
vidual  deemed  qualified  by  the  Secretary 
and  designated  by  the  operator  to  make 
tests  and  examinations  required  by  this 
part; 

(g)  “Respirable  dust  sample”  means 
a  sample  collected  with  an  approved  ooal 
mine  dust  sampler  unit  atta^ed  to  the 
miner,  carried  by  him,  or  so  positioned 
as  to  measure  the  concentratiem  of 
respirable  dust  to  which  he  is  exposed, 
and  operated  continuously  over  an 
entire  work  shift  of  such  miner; 

(h)  “Secretary”  means  the  Secretary 
of  the  Interior; 

(i)  “Surface  coal  mine”  means  a  sur¬ 
face  area  of  land  and  all  structures, 
facilities,  machinery,  tools,  equipment, 
excavations,  and  other  property,  real  or 
personal,  placed  upon  or  above  the  sur¬ 
face  of  such  land  by  any  person,  used  in, 
or  to  be  used  in,  or  resulting  from,  the 
work  of  extracting  in  such  area  bitumi¬ 
nous  coal,  lignite,  or  anthracite  from  its 
natural  deposits  in  the  earth  by  any 
means  or  mothod,  and  the  work  of  pre¬ 
paring  the  ooal  so  extracted,  and  includes 
custom  coal  preparation  facilities; 

(J)  “Surface  installation”  means  any 
structure  in  which  miners  work  in  the 
surface  work  areas  of  an  undergroimd 
coal  mine  or  at  a  surface  coal  mine; 

(k)  “Surface  work  areas  of  an  under¬ 
ground  coal  mine”  means  the  surface 
areas  of  land  and  all  structures,  facili¬ 
ties,  machinery,  tools,  equipment,  shafts, 
slopes,  excavations,  and  other  property, 
real  or  personal,  placed  upon  or  above 
the  surface  of  such  land  by  any  person, 
used  in,  or  to  be  used  in,  or  resulting 
from,  the  work  of  extracting  bituminous 
coal,  lignite,  or  anthracite  from  its  nat¬ 
ural  deposits  underground  by  any  means 
or  method,  and  the  work  of  preparing  the 
coal  so  extracted,  and  includes  custom 
coal  preparation  facilities; 

(l)  “Surface  worksite”  means  any  area 
at  which  miners  work  in  the  surface  work 
areas  of  an  imderground  coal  mine  or  in 
any  area  of  a  surface  coal  mine;  and 

(m)  “Work  of  preparing  the  coal” 
means  the  breaking,  crushing,  sizing, 
cleaning,  washing,  drying,  mixing,  stor¬ 
ing,  and  loading  of  bituminous  coal,  lig¬ 
nite,  or  anthracite,  and  such  other  work 
of  preparing  such  coal  as  is  usually  done 
by  the  operator  of  the  coal  mine. 

Subpart  B — Dust  Standards 

§  71.100  Duut  stiindardii:  reitpirable 
dust;  quartz. 

Each  operator  of  an  underground  coal 
mine  and  each  operator  of  a  surface  coal 
mine  shall  continuously  maintain  the 


average  concentration  of  respirable  dust 
in  the  atmosphere  of  each  surface  in¬ 
stallation  and  at  each  surface  worksite 
during  each  shift  to  which  each  miner  in 
the  mine  is  exposed  at  or  below  2  milli¬ 
grams  of  respirable  dust  per  cubic  meter 
of  air;  and  whenever  the  average  con¬ 
centration  of  respirable  dust  in  samples 
taken  in  a  surface  instailation  or  at  a 
surface  worksite  under  this  Subpart  B 
contains  more  than  5  per  centum  quartz, 
the  operator  shall  continuously  main¬ 
tain  an  average  concentration  of  respi¬ 
rable  dust  in  that  installation  or  at  that 
worksite  at  or  below  a  level,  expressed  in 
milligrams  per  cubic  meter  of  air,  which 
shall  be  determined  by  dividing  the  per 
centum  of  quartz  present  in  such  concen¬ 
tration  into  the  number  10. 

§  71.101  Sampling;  general  require¬ 
ments. 

(a)  Each  operator  of  an  underground 
coal  mine  and  each  operator  of  a  sur¬ 
face  ooal  mine  shall  take,  as  prescribed 
in  this  subpart,  accurate  samples  of  the 
amoimt  of  respirable  dust  in  the  atmos¬ 
phere  to  which  each  miner  employed  in 
a  surface  installation  or  at  a  surface 
worksite  is  exposed. 

(b)  The  samples  shall  be  ccdlected 
with  an  approved  coal  mine  dust  sampler 
unit  attached  to  the  miner,  carried  by 
him,  or  so  positioned  as  to  measure  the 
concentration  of  respirable  dust  to  which 
he  is  exposed,  and  tte  unit  shall  be  oper¬ 
ated  continuously  over  an  entire  work 
shift  of  such  miner. 

§  71.102  Sampling;  by  Mliom  done. 

The  dust  sampling  required  by  this 
subpart  shall  be  done  by,  or  as  directed 
by,  a  person — 

(a)  Who  has  had  practical  experience 
in  a  coal  mine; 

(b)  Who  has  a  working  knowledge  of 
the  mining  equipment  employed  in  the 
mine  in  which  samples  are  taken; 

(c)  Who  has  a  working  knowledge  of 
the  operation  and  care  of  the  sampling 
devices  required  by  §  71.103  and  the  fil¬ 
ters  employed  in  such  devices;  and 

(d)  Who  has  satisfactorily  completed 
a  course  approved  by  the  i^retary  in  the 
sampling  and  evaluation  of  respirable 
coal  mine  dust  concentrations  with  the 
sampling  devices  required  by  S  71.103. 

§  71.103  Approved  sampling  devices. 

The  samples  which  this  subpart  re¬ 
quires  to  be  taken  shall  be  taken  only 
with  a  coal  mine  dust  sampler  unit  ap¬ 
proved  under  Part  74  of  this  chapter  or 
with  an  MRE  instrument. 

§  71. lot  .Approved  sampling  devices; 
operation ;  rales  of  flow. 

An  approved  coal  mine  dust  sampler 
unit  shall  be  operated  at  the  fiow  rate 
for  which  such  instrument  is  approved. 
An  MRE  instrument  shall  be  operated  at 
a  flow  rate  of  2.5  hters  of  air  per  minute. 

§  71.105  Approved  sampling  devices; 
equivalent  concentrations. 

The  concentration  of  respirable  dust 
expressed  in  milligrams  per  cubic  meter 
of  air  shall  be  determined  by  dividing 
the  weight  of  dust  in  milligrams  collected 
on  the  filter  by  the  volume  of  air  in  cubic 
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meters  passing  through  the  filter.  To 
convert  a  concentration  of  respirable 
dust  as  measured  with  an  approved  coal 
mine  dust  sampler  unit  to  an  equivalent 
concentration  of  respirable  dust  as  meas¬ 
ured  with  an  MRE  Instrument,  the  con¬ 
centration  of  respirable  dust  measured 
with  an  sg>proved  coal  mine  dust  sampler 
unit  shall  be  multiplied  by  the  constant 
factor  prescribed  by  the  Secretary  and 
the  Secretary  of  Health,  Education,  and 
Welfare  for  the  approved  instrument 
used,  and  the  product  shall  be  the  equiv¬ 
alent  concentration  as  measured  with 
an  MRE  instrument. 

§  71.106  Initial  sampling  cycle;  estab¬ 
lishment  of  basic  sample;  notice  of 
violation. 

(a)  Prior  to  July  1,  1972,  one  respira¬ 
ble  dust  sample  shall  be  taken  with  re¬ 
spect  to  each  miner  employed  in  a  surface 
installation  and  with  respect  to  each 
miner  employed  at  a  surface  worksite. 

(b)  If  the  data  recorded  pursuant  to 
S  71.112  for  such  initial  sample  estab¬ 
lish  a  concentration  of  respirable  dust 
in  excess  of  2  milligrams  per  cubic  meter 
of  air  in  the  work  position  sampled,  the 
Secretary  shall  advise  the  operator  that 
additional  samples  will  be  required  to 
determine  compliance  with  the  respirable 
dust  standard  set  forth  in  this  subpart. 

(c)  Upon  receipt  of  advice  pursuant  to 
paragraph  (b)  of  this  section,  the  opera¬ 
tor  shall  take  samples  of  respirable  dust 
in  such  work  position  on  10  consecutive 
shifts,  each  of  which  is  worked  on  a  sep¬ 
arate  calendar  day  beginning  with  the 
first  shift  worked  following  receipt  of 
such  advice,  and  corresponding  to  the 
shift  on  which  the  initial  sample  was 
taken.  This  series  of  10  samples  shall 
constitute  the  basic  sample  with  respect 
to  that  miner. 

(d)  If  the  data  recorded  for  any  one 
or  more  of  the  samples  constituting  the 
basic  sample  establish  a  cumulative  sum 
of  respirable  dust  concentrations,  ex¬ 
pressed  in  milligrams  per  cubic  meter 
of  air,  in  excess  of  20  in  the  work  position 
of  the  miner  initially  sampled,  the  Secre¬ 
tary  will  issue  a  notice  that  the  operator 
is  in  violation  of  the  respirable  dust 
standard  set  forth  in  this  subpart.  Upon 
receipt  of  a  notice  of  violation,  the  opera¬ 
tor  shall  take  samples  during  etu;h  shift 
with  respect  to  the  work  position  sam¬ 
pled  until  at  least  15  samples  have  been 
taken  and  transmitted  in  accordance 
with  this  subpart. 

§71.107  Initial  sampling  cycle;  basic 
sampling  cycle;  semiannual  sampling 
requirements. 

Where  the  data  recorded  pursuant  to 
S  71.112  for  an  initial  sample,  or  a  basic 
sample  establish  a  concentration  of  res¬ 
pirable  dust  which  falls  within  a  range 
of  more  than  1  milligram  per  cubic  me¬ 
ter  of  air  and  no  more  than  2  milligrrams 
per  cubic  meter  of  air  with  respect  to  the 
miner  sampled,  the  operator  shall,  dur¬ 
ing  each  succeeding  6-month  period,  take 
one  sample  of  the  mine  atmosphere  to 
which  eac^  such  miner  sampled  Is 
exposed. 


§  71.108  Initial  sampling  cycle;  basic 
sampling  cycle;  annual  sampling  re¬ 
quirements. 

Where  the  data  recorded  pursuant  to 
§  71.112  for  an  initial  sample  or  basic 
sample  establish  a  concentration  of  res¬ 
pirable  dust  which  is  1  milligram  or  less 
per  cubic  meter  of  air,  the  operator  shall, 
during  each  succeeding  12-month  period, 
take  one  respirable  dust  sample  of  the 
mine  atmosphere  to  which  each  such 
miner  sampled  is  exposed. 

§  71.109  Semiannual  and  annual  sam¬ 
ples;  establishment  of  basic  sample. 

(a)  Where  the  data  recorded  pursu¬ 
ant  to  §  71.112  for  any  semiannual  sam¬ 
ple  or  for  any  annual  sample  establish 
a  concentration  of  respirable  dust  in  ex¬ 
cess  of  2  milligrams  per  cubic  meter  of 
air,  the  Secretary  will  advise  the  oper¬ 
ator  pursuant  to  paragraph  (b)  of  §  71.- 
106  and  the  operator  shall  be  required 
to  establish  a  basic  sample  with  respect 
to  the  miner  sampled  in  accordance  with 
the  provisions  of  paragraph  (c)  of 
§  71.106. 

(b)  Where  the  data  recorded  pursu¬ 
ant  to  §  71.112  for  any  semiannual  sam¬ 
ple  or  for  any  annual  sample  taken  es¬ 
tablish  a  concentration  of  respirable 
dust  of  1  milligram  or  less  per  cubic  me¬ 
ter  of  air,  the  operator  shall,  diuing  each 
succeeding  12-month  period,  teke  one 
sample  of  the  mine  atmosphere  to  which 
each  such  miner  sampled  is  exposed. 

(c)  Where  the  data  recorded  pursuant 
to  §  71.112  for  any  semiannual  sample 
or  for  any  annual  sample  establish  a  con- 
coitration  of  respirable  dust  which  falls 
within  a  range  of  more  than  1  milligram 
per  cubic  meter  of  air  and  no  more  than 
2  milligrams  per  cubic  meter  of  air  with 
respect  to  the  miner  sampled,  the  opesr- 
ator  shall,  during  each  succeeding  6- 
month  period,  take  one  sample  of  the 
mine  atmosphere  to  which  each  such 
miner  sampled  is  exposed. 

§  71.110  Partial  sampling;  initial  sam¬ 
ples;  basic  samples;  additional  sam¬ 
ples  required. 

(a)  If  the  Secretary  fails  to  receive 
the  number  of  samples  required  under 
the  provisiems  of  S  71.106  or  if  samples 
have  been  rejected  by  the  Secretary  as 
invalid  samples,  the  Secretary  will,  in 
accordance  with  the  provisions  of  S  71.112 
analyze  the  valid  samples  received  to  de¬ 
termine  whether  the  concentratim  of 
respirable  dust  is  in  compliance  with  the 
respirable  dust  limit. 

(b)  If  the  Secretary  receives  less  than 
the  required  number  of  samples  or  re¬ 
jects  samples  as  invalid  samples,  and 
has  determined  in  accordance  with  the 
provisions  of  i>aragraph  (a)  of  this  sec¬ 
tion  that  the  cumulative  concentration 
of  respirable  dust  does  not  exceed  the 
limit  set  forth  in  this  subpart,  the  Sec¬ 
retary  will  advise  the  operator  to  take 
a  specified  munber  of  additional  sam¬ 
ples.  Upon  receipt  of  advice  that  addi¬ 
tional  sampling  is  required,  the  operator 
shall  (XHnmence  such  sampling  on  the 
first  day  on  which  the  miner  is  employed 
in  his  regular  duties  following  the  day 


up<»i  which  the  curator  receives  such 
advice  from  the  Secretary  or  on  the  first 
work  shift  in  the  work  position  being 
sampled,  as  applicable. 

(c)  Where  additional  sampling  is  re¬ 
quired  imder  the  provisions  of  paragraph 
(b)  of  this  section  to  establish  a  basic 
sample  and  the  Secretary  receives  more 
than  the  munber  of  samples  required, 
such  additional  samples  shall  be  com¬ 
bined  with  the  samples  previously  re¬ 
ceived  and  the  most  recent  valid  sam¬ 
ple  or  most  recent  valid  10  samples  shall, 
where  appropriate,  constitute  the  Initial 
sample  or  the  basic  sample  respectively. 

(d)  Where  additional  samples  are  re¬ 
ceived  by  the  Secretary  in  accordance 
with  paragraph  (b)  of  this  section  and 
combined  with  the  valid  samples  already 
received  pursuant  to  §  71.106(c),  a  dally 
determination  of  compliance  or  noncom¬ 
pliance  shall  be  made  with  respect  to  the 
miner  sampled.  If  the  data  recorded  pur- 
sufuit  to  S  71.112  with  respect  to  the 
miner  sampled  establish  a  cumulative 
siun  of  respirable  dust  concentrations  in 
excess  of  20  milligrams,  the  Secretary 
will  issue  a  notice  to  the  operator  that  he 
is  in  violaticxi  of  the  respirable  dust  limit. 

§  71.111  Respirable  dust  samples;  trans¬ 
mission. 

(a)  At  the  conclusion  of  each  produc- 
tiem  shift,  the  operator  shall  promptly 
collect  and  transmit  all  samples  in  a  con¬ 
tainer  provided  by  the  manufacturer  of 
the  cassette  to: 

Pittsburgh  Field  Health  Group,  Bmeau  of 

Mines,  Department  of  the  Interior,  Pitts¬ 
burgh,  Pa.  15213. 

(b)  Each  sample  shall  be  accompanied 
by  a  completed  3x5  inch  white  data  card 
provided  for  this  purpose  by  the  cassette 
manufacturer.  The  card  shall  have  an 
identification  number  identical  to  that 
on  the  cassette  used  to  take  the  sample 
and  shall  contain  the  following  addi¬ 
tional  information:  The  mine  identifica¬ 
tion  number,  sampling  time  (minutes), 
date  of  sample,  the  social  security  num¬ 
ber  and  occupation  of  the  miner  whose 
environment  was  sampled,  tons  of  coal 
produced  during  the  shift,  and  method 
of  mining.  The  data  card  shall  be  signed 
or  initialed  by  the  miner  whose  environ¬ 
ment  was  sampled  and  the  representa¬ 
tive  of  the  company  responsible  for  the 
dust  sampling  program.  If  the  miner  de¬ 
clines  to  initial  or  sign  the  card,  the  rep¬ 
resentative  of  the  company  shall  so  note 
on  the  card. 

§  71.112  Respirable  dust  samples;  anal¬ 
ysis  by  the  Secretary;  report  to  the 
operator. 

Upon  receipt  by  the  Secretary  of  res¬ 
pirable  dust  samples  taken  with  respect 
to  a  miner,  each  sample  is  analyzed  and 
the  following  data  is  recorded: 

(a)  The  mine  identification  number; 

(b)  The  surface  installation  or  surface 
work  site  within  the  mine  where  the  sam¬ 
ple  was  taken; 

(c)  The  dust  concentration,  expressed 
in  milligrams  per  cubic  meter  of  air,  for 
each  sample; 

(d)  The  cumulative  total  of  respirable 
dust  for  all  valid  samples  with  respect  to 
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the  miner  sampled,  expressed  in  milli¬ 
grams  per  cubic  meter  of  air;  and 

(e)  The  social  security  number  of  the 
individual  miner  whose  atmosphere  was 
sampled. 

§  71.113  Report  of  data. 

The  Secretary  will  provide  the  opera¬ 
tor  with  a  report  of  the  data  recorded 
pursuant  to  $71,112  as  soon  as  practi¬ 
cable. 

Subpart  C — Airborne  Contaminants 

§  71.200  Inhalation  hazardti;  threshold 
limit  values  for  ga.ses,  dust,  fumes, 
mists,  and  vapors. 

(a)  No  operator  of  an  underground 
coal  mine  and  no  operator  of  a  surface 
coal  mine  may  permit  any  person  work¬ 
ing  at  a  surface  installation  or  surface 
work  site  to  be  exposed  to  airborne  ccm- 
taminants  (other  than  respirable  coal 
dust  and  respirable  dust  containing 
quartz)  in  excess  of.  on  the  basis  of  a 
time  weighted  average,  the  threshold 
limit  values  adopted  by  the  American 
Conference  of  Governmental  Industrial 
Hygienists  in  “Threshold  Limit  Values  of 
Airborne  Contaminants”  (1970)  which  is 
hereby  incorporated  by  reference  and 
made  a  part  hereof.  Excursions  above 
the  listed  threshold  limit  values  shall  not 
be  of  a  greater  magnitude  than  is  charac¬ 
terized  as  permissible  by  the  Conference. 
This  paragraph  does  not  apply  to  air¬ 
borne  contaminants  given  a  “C”  desig¬ 
nation  by  the  Conference  in  the  docu¬ 
ment.  This  document  is  available  for 
examination  at  the  Bureau  of  Mines.  18th 
and  C  Streets  NW.,  Washington,  D.C.; 
at  every  Coal  Mine  Health  and  Safety 
District  and  Subdistrict  Office;  at  the 
National  institute  for  Occupational  Safe¬ 
ty  and  Health,  5600  Fishers  Lane,  Rock¬ 
ville,  Md.;  and  at  the  Public  Health 
Service  Informaticm  Centers  eus  listed  in 
45  CFR  5.31.  Copies  of  the  document  may 
be  purchased  for  $0.50  from  the  Secre- 
tary-TTreasurer,  American  Conference  of 
Governmental  Industrial  Hygienists. 
Post  Office  Box  1937,  Cincinnati,  OH 
45202.  An  official  historic  file  of  ITires- 
hold  Limit  Vsdues  of  Airborne  Contami¬ 
nants  (1970)  will  be  maintained  at  the 
National  Institute  for  Occupational  Safe¬ 
ty  and  Health,  5600  Fishers  Lane,  Rock¬ 
ville,  Md. 

(b)  All  persons,  including  employees, 
shall  be  withdrawn  from  any  area  in 
which  there  is  a  concentration  of  an  air¬ 
borne  contaminant  given  a  “C”  designa¬ 
tion  by  the  Conference  which  exceeds 
the  threshold  limit  value  (ceiling  “C” 
limit)  listed  for  that  contaminant. 

§  71.201  Sampling;  general  require* 
nieniH. 

(a)  Air  samples  will  be  taken  by  the 
Secretary  and  will  be  analyzed  to  deter¬ 
mine  the  concentrations  of  noxious  or 
poisonous  gases,  dusts,  fumes,  mists,  and 
vapors  in  surface  installations  and  at 
surface  worksites. 

(b)  Upon  written  notification  by  the 
Secretary  to  the  operator  of  an  under¬ 
ground  coal  mine  or  of  a  surface  coal 
mine,  the  operator  shall  conduct  any 
additional  air  sampling  tests  and  anal¬ 
yses  as  the  Secretary  may  from  time  to 
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time  require  in  order  to  ensure  compli¬ 
ance  with  the  standards  set  forth  in 
$  71.200  in  each  surface  installation  and 
at  each  surface  worksite. 

(c)  Where  concentrations  of  airborne 
contaminants  in  excess  of  the  a];H>llcable 
threshold  limit  values  and  permissible 
excursions  are  known  by  the  operator  to 
exist  in  a  surface  installation  or  at  a 
surface  worksite,  he  shall  immediately 
provide  necessary  control  measures  to 
assure  compliance  with  $  71.200. 

(d)  Where  the  operator  has  reason¬ 
able  groimds  to  believe  that  concentra¬ 
tions  of  airborne  contaminants  in  ex¬ 
cess  of  the  applicable  threshold  limit 
values  and  permissible  exciirsions  exist, 
or  are  likely  to  exist,  he  shall  promptly 
conduct  appropriate  air  sampling  tests 
to  determine  the  concentration  of  any 
airborne  contaminant  which  may  be 
present  and  immediately  provide  the 
necessary  control  measures  to  assure 
compliance  with  §  71.200. 

Subpart  D — Noise  Standard 

§  7 1  ..300  NoIm*  !«tandurd ;  general  re¬ 
quirements. 

Each  operator  *of  an  underground 
coal  mine  and  each  operator  of  a  surface 
coal  mine  shall,  during  each  shift,  main¬ 
tain  the  noise  level  to  which  each  miner 
in  each  surface  installation  and  at  each 
surface  worksite  is  exposed  at  or  below 
the  maximum  noise  exposure  level  pre¬ 
scribed  in  Subpart  F,  Part  70  of  this 
Subchapter  O. 

§  71. .301  Measiireniriit  of  noise  levels. 

Each  operator  shall  measure  the  noise 
level  to  which  each  miner  is  exposed  in 
each  surface  installation  and  at  each 
surface  worksite  in  the  manner  pre¬ 
scribed  in  Subpart  F,  Part  70,  of  this 
Subchapter  O. 

Subpart  E — Surface  Bathing  Facilities, 

Change  Rooms,  and  Sanitary  Flush 

Toilet  Facilities  at  Surface  Coal 

Mines 

§  71.400  Ralliing  facilities;  change 
rooms;  sanitary  flush  toilet  facilities. 

Each  operator  of  a  surface  coal  mine 
shall  provide  bathing  facilities,  clothing 
change  rooms,  and  sanitary  flush  toilet 
facilities,  as  hereinafter  prescribed,  for 
the  use  of  miners  employed  in  Uie  sur¬ 
face  installations  and  at  the  surface 
worksites  of  such  mine.  (Note:  Sanitary 
facilities  at  surface  work  areas  of  un¬ 
derground  mines  are  subject  to  the  pro¬ 
visions  of  §  75.1712  of  this  chapter  et  seq.) 

§71.401  I.ocation  of  facilities. 

Bathhouses,  change  rooms,  and  sani¬ 
tary  flush  toilet  facilities  shall  be  in  a 
location  cemvenient  for  the  use  of  ^e 
miners.  Where  these  facilities  are  de¬ 
signed  to  serve  more  than  <Mie  mine,  they 
shall  be  centrally  located  so  as  to  be 
convenient  for  the  use  of  all  miners 
served  by  the  facilities. 

§  71.402  Minimum  requirements  for 
Imthing  facilities,  change  rooms,  and 
sanitary  flush  toilet  facilities. 

(a)  All  bathing  facilities,  change 
rooms,  and  sanitary  flush  toilet  facilities 
shall  be  provided  with  adequate  light. 
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heat,  and  ventilation  so  as  to  maintain 
a  comfortable  air  temperature  and  to 
minimize  the  accumulation  of  moisture 
and  odors,  and  the  facilities  shall  be 
msdntained  in  a  clean  and  sanitary  con¬ 
dition. 

(b)  Bathing  facilities,  change  rooms, 
and  sanitary  flush  toilet  facilities  shall 
be  constructed  and  equipped  so  as  to 
comply  with  applicable  State  smd  local 
building  codes.  However,  Where  no  State 
or  local  building  codes  apply  to  these 
facilities,  or  where  no  State  or  local 
building  codes  exist,  the  facilities  shall 
be  constructed  and  equipped  so  as  to 
meet  the  minimum  ccmstruction  require¬ 
ments  in  the  National  Building  Code 
(1967  edition)  and  the  plumbing  re¬ 
quirements  in  the  National  Plumbing 
Code  (ASA  A408 — 1955)  which  docu¬ 
ments  are  hereby  incorporated  by  refer¬ 
ence  and  made  a  part  hereof.  These 
documents  are  available  for  examination 
at  the  Bureau  of  Mines,  18th  and  C 
Streets  NW.,  Washington,  D.C.;  at  every 
Coal  Mine  Health  and  Safety  District 
and  Subdistrict  Office;  at  the  National 
Institute  for  Occupational  Safety  and 
Health,  5600  Fishers  Lane,  Rockville, 
Md.;  and  at  the  Public  Health  Service 
InformaticHi  Centers  as  listed  in  45  CFR 
5.31.  Copies  of  the  National  Building 
Code  (1967  edition)  may  be  purchased 
from  the  American  Insurance  Associa¬ 
tion,  85  John  Street,  New  York,  NY 
10038,  for  $2.50  per  copy  and  copies  of 
the  National  Plumbing  Code  (ASA 
A40.8 — 1955)  may  be  purchased  from  the 
American  National  Standards  Institute, 
Inc.,  1430  Broadway,  New  York,  N.Y. 
10018,  for  $6  per  copy.  An  official  his¬ 
toric  file  of  the  National  Building  Code 
(1967  edition)  and  of  the  National 
Plumbing  Code  (ASA  A40.8— 1955)  will 
be  maintained  at  the  National  Insti¬ 
tute  for  Occupational  Safety  and  Health, 
5600  Fishers  Lane,  Rockville,  Md. 

(c)  In  addition  to  the  minimum  re¬ 
quirements  specified  in  paragraphs  (a) 
and  (b)  of  this  $  71.402,  facilities  main¬ 
tained  in  accordance  with  $  71.400  shall 
include  the  following: 

(1)  Bathing  facilities.  (i>  Showers 
shall  be  provided  with  both  hot  and  cold 
water. 

(ii)  At  least  one  shower  head  shall  be 
provided  where  five  or  less  miners  use 
such  showers.  ^ 

(ill)  Where  five  or  more  miners  use 
such  showers,  sufficient  showers  shall  be 
fiumlshed  to  provide  approximately  one 
shower  head  for  each  five  miners. 

(iv)  A  suitable  nonirritating  cleans¬ 
ing  agent  shall  be  provided  for  use  at 
each  shower. 

(2)  Sanitary  flush  toilet  facilities,  (i) 
At  least  one  sanitary  flush  toilet  shall  be 
provided  where  10  or  less  miners  use 
such  toilet  facilities. 

(il)  Where  10  or  more  miners  use  such 
toilet  facilities,  sufficient  flush  toilets 
shall  be  furnished  to  provide  approxi¬ 
mately  one  sanitary  flush  tcdlet  for  each 
10  miners. 

(ill)  Where  30  or  more  miners  use 
toilet  facilities,  one  urinal  may  be  sub¬ 
stituted  for  one  flush  toilet,  however, 
where  such  substitutions  are  made  they 
shall  not  reduce  the  number  of  toilets 
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below  a  ratio  of  two  flush  toilets  to  one 
urinal. 

(Iv)  An  adequate  supply  of  toilet 
paper  shall  be  provided  with  each  toilet. 

(V)  Adequate  handwashing  facilities 
or  hand  lavatories  shall  be  provided  In 
or  adjacmt  to  each  t(^et  facility. 

(3)  Change  rooms.  (1)  Individual 
clothes  storage  containers  or  lockers 
shall  be  provided  for  storage  of  miners’ 
clothing  and  other  Incidental  personal 
belongings  during  and  between  shifts. 

(11)  Change  rooms  shall  be  provided 
with  ample  space  to  permit  the  use  of 
such  facilities  by  all  miners  changing 
clothes  prior  to  and  after  each  shift. 

§  71.403  Waiver  of  surface  facilities  re¬ 
quirements  ;  posting  of  waiver. 

(a)  The  Coal  Mine  Health  and  Safety 
District  Manager  for  the  district  In 
which  the  mine  Is  located,  after  consul¬ 
tation  with  the  appropriate  Regional 
Program  Director,  Naticmal  Institute  for 
Occupational  Safety  and  Health,  may, 
upon  written  application  by  the  curator, 
and  after  consideration  of  any  com¬ 
ments  filed  within  30  days  after  receipt 
of  the  application,  waive  any  or  all  of 
the  requirements  for  SS  71.400  through 
71.402  for  a  period  not  to  exceed  1 
year  If  he  determines  that — 

(1)  The  operator  is  providing  or  mak¬ 
ing  available,  under  arrangements  with 
one  or  more  third  parties,  facilities  which 
are  at  least  equivalent  to  those  required 
by  the  standards,  or 

(2)  It  is  impractical  for  the  operator 
to  meet  the  requirement(s)  or  provide 
the  facility  (facilities)  for  which  the 
waiver  Is  sought. 

(b)  The  waiver  shall  be  in  writing  and 
shall  set  forth  the  requirCTient(s)  which 
the  operator  will  not  be  required  to  meet 
or  the  facilities  which  the  (H^erator  will 
not  be  required  to  provide  and  the  spe-. 
ciflc  reason  or  reasons  for  such  waiver. 

(c)  Upon  receipt  of  any  waiver,  the 
operator  shall  p(xst  a  copy  of  the  waiver 
for  at  least  30  da3re  on  the  mine  bulletin 
board  required  by  section  107(a)  of  the 
Act. 

(d)  An  extoision  of  the  waiver  at  the 
«id  of  1  year  may  be  sought  by  the  (H>er- 
ator  by  fllii^  an  application  pursuant  to 
i  71.404  no  later  than  30  days  nor  more 
than  60  days  prior  to  the  explraticxi  date 
of  the  waiver. 

§  71.404  Application  for  waiver  of  sur¬ 
face  facilities  requirements. 

(a)  Application  for  waivers  of  any  re¬ 
quirements  of  S§  71.400  through  71.402 
shall  be  in  writing,  flled  with  the  appro¬ 
priate  Coal  Mine  Health  and  Safety  Dis¬ 
trict  Manager,  and  shall  contain  the  fol¬ 
lowing  information: 

(1)  The  name  and  address  of  the  mine 
operator, 

(2)  The  name  and  location  of  the  mine, 
and 

(3)  A  detailed  statraient  of  the 
grounds  upon  which  the  waiver  is  re¬ 
quested  and  the  period  of  time  for  which 
it  is  requested. 

(b)  At  the  same  time  the  application  is 
sent  to  the  District  Manager,  a  copy  of 
the  iqiplication  shall  be  forwarded  to 
the  appropriate  Regional  Program  Di¬ 
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rector,  Naticmal  Institute  for  Occupa¬ 
tional  Safety  and  Health  by  the  curator, 
and  a  copy  showing  the  addresses  of  the 
appropriate  District  Manager  and  Re¬ 
gional  Program  Director  shall  be  posted 
by  the  (^erator  for  at  least  30  days  on 
the  mine  bulletin  board  required  by  sec¬ 
tion  107(a)  of  the  Act. 

Subpart  F — Sanitary  Toilet  Facilities 

at  Surface  Worksites  of  Surface  Coal 

Mines 

§  71.500  Sanitary  toilet  facilities  at  sur¬ 
face  worksites;  approved  sanitary 
toilets ;  installatioii  requirements. 

(a)  Each  operator  of  a  surface  coal 
mine  shall  provide  and  install  at  least 
one  approved  sanitary  toilet,  together 
with  an  adequate  supply  of  toilet  tissue, 
in  a  locaticm  convenient  to  each  stu-face 
work  site.  A  single  approved  sanitary 
toilet  may  serve  two  or  more  surface 
worksites  in  the  same  surface  mine  where 
the  sanitary  toilet  is  convenient  to  each 
such  worksite.  Where  10  or  more  miners 
use  such  toilet  facilities,  sufficient  toilets 
shall  be  furnished  to  provide  approxi¬ 
mately  one  sanitary  toilet  for  each  10 
miners.  (Note:  Sanitary  toilet  facilities 
for  surface  work  areas  of  undergrotmd 
mines  are  subject  to  the  provisions  of 
S  75.1712-3  of  this  chapter.) 

(b)  Only  sanitary  toilets  approved  by 
the  Health  Division,  Coal  Mine  Health 
and  Safety,  Bureau  of  Mines,  Jointly  with 
the  National  Institute  for  Occupational 
Safety  and  Health  shall  meet  the  re¬ 
quirements  of  this  section. 

(c)  Applications  for  approval  of  sani¬ 
tary  toilets  shall  be  submitted  to: 
Health  Division,  Coal  Mine  Health  and 
Safety,  Bureau  of  Mines,  UB.  Depart¬ 
ment  of  the  Interior,  Washington,  D.C. 
20240. 

§71.501  Sanitary  toilet  facilities; 
maintenance. 

Sanitary  toilets  provided  in  accordance 
with  the  provisions  of  §  71.500  shall  be 
regularly  maintained  in  a  clean  and 
sanitary  ccmditicHi.  Holding  tanks  shall 
be  serviced  and  cleaned  when  full  and  in 
no  case  less  than  (oice  each  week  when 
in  use  by  draining  or  pumping  or  by 
removing  them  for  cleaning  and  recharg¬ 
ing.  Transfer  tanks  and  transfer  equip¬ 
ment,  if  used,  shall  be  equipped  with 
suitable  flttings  to  permit  complete 
draining  without  spillage  and  allow  for 
the  sanitary  transportation  of  wastes. 
Waste  shall  be  disposed  of  in  accord¬ 
ance  with  State  and  local  laws  and 
regulaticais. 

Subpart  G — Drinking  Water 
§71.600  Drinking  water;  general. 

An  adequate  supply  of  potable  water 
shall  be  provided  for  drinking  purposes 
in  each  surf8M:e  installation  and  at  each 
surface  worksite  of  the  mine. 

§  71.601  Drinking  water;  quality. 

(a)  Potable  water  provided  in  ac¬ 
cordance  with  the  prot^ions  of  S  71.600 
shall  meet  the  applicable  minimum 
health  requirements  for  drinking  water 
established  by  the  State  or  community  in 
which  the  mine  is  located. 
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(b)  Where  no  such  requirements  are 
applicable,  the  drinking  water  provided 
shall  conform  to  the  Public  Health  Serv¬ 
ice  Drinking  Water  Standards,  42  CFR 
Part  72,  Subpart  J. 

§  71.602  Drinking  water;  distribution. 

(a)  Water  shall  be  piped  or  trans¬ 
ported  in  sanitary  containers.  Water 
systems  and  appurtenances  thereto  shall 
be  constructed  and  maintained  in  ac¬ 
cordance  with  State  and  local  require¬ 
ments.  Where  no  such  requirements  are 
applicable,  water  systems  and  appurte¬ 
nances  shall  be  constructed  and  main¬ 
tained  in  accordance  with  the  National 
Plumbing  C(xle  (ASA  A40.8 — 1955)  which 
is  hereby  incorporated  by  reference  and 
made  a  part  hereof.  (For  information 
as  to  the  availability  of  this  code,  see 
S  71.402(b).) 

(b)  Water  transported  to  the  site 
shall  be  carried,  stored  and  otherwise 
protected  in  sanitary  containers  (in¬ 
structed  of  sm(x>th,  impervious,  heavy 
gauge,  corrosion  resistant  materials.  The 
containers  shall  be  marked  with  the 
words  “Drinking  Water.” 

§  71.603  Drinking  water;  dispensing  re¬ 
quirements. 

(a)  Water  shall  be  dispensed  through 
a  drinking  fountain  or  from  a  water 
storage  container  with  an  adequate  sup¬ 
ply  of  single  service  cups  stored  in  a 
clean,  sanitary  manner.  Water  shall  not 
be  dipped  from  inside  water  storage  <X)n- 
tainers.  Use  of  a  common  drinking  cup 
is  prohibited. 

(b)  Water  containers  shall  remain 
sealed  at  all  times  during  use  and  shall 
not  be  refllled  with  water  for  reuse  with¬ 
out  first  being  cleaned  and  disinfected 
with  the  use  of  heat  or  ssinltizers. 

(c)  Drinking  fountains  from  which 
water  is  dispensed  shall  be  thoroughly 
cleaned  once  each  week. 

(d)  Ice  used  for  cooling  drinking 
water  shall  not  be  immersed  or  in  direct 
contact  with  the  water  to  be  cooled,  im- 
less  it  has  been  handled  in  a  santiary 
manner  and  unless  the  ice  is  made  from 
the  same  source  as  the  drinking  water  or 
from  water  of  a  quality  equal  to  the 
source  of  the  drinking  water. 

2.  An  operator  may  be  grsmted  an 
extension  of  time  not  to  exceed  90  days 
from  the  effective  date  of  Part  71  for 
compliance  with  §  71.100  upon  a  written 
application  to  the  Coal  Mine  Health  and 
Safety  District  Manager  which  demon¬ 
strates  to  the  satisfaction  of  the  Manager 
that  the  operator  has  made  a  good  faith 
effort  to  achieve  such  compliance  and 
that  circumstances  beyond  his  control 
have  prevented  the  application  of  ade¬ 
quate  dust  control  measures.  A  copy  of 
the  application  shall  be  posted  for  at 
least  30  days  on  the  bulletin  board  re¬ 
quired  by  section  107  of  the  Act  not 
later  than  the  date  such  application  is 
flled. 

Note:  The  incorporation  by  reference 
provisions  in  this  document  were  ap¬ 
proved  by  the  Director  of  the  Federal 
Register  on  November  10,  1971. 

[FR  Doe.72-M25  Filed  3-27-73:8 :4«  am] 
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Know  your 
Government... 


The  Manual  describes  the  creation 
and  authority,  organization,  and 
functions  of  the  agencies  in  the 
legislative,  judicial,  and  executive 
branches. 

Most  agency  statements  include 
new  “Sources  of  Information” 
listings  which  tell  you  what  offices 
to  contact  for  information  on 
such  matters  as: 

•  Consumer  activities 

•  Environmental  programs 

•  Government  contracts 

•  Employment 

•  Services  to  small  businesses 

•  Availability  of  speakers  and 
films  for  educational  and 
civic  groups 

This  handbook  is  an  indispensable 
reference  tool  for  teachers,  students, 
librarians,  researchers,  businessmen, 
and  lawyers  who  need  current 
official  information  about  the 
U.S.  Government. 

Order  from 

SUPERINTENDENT  OF  DOCUMENTS 
U.S.  GOVERNMENT  PRINTING  OFFICE 
WASHINGTON,  D.C.  20402 


.00  per  copy. 

Paperbound,  wdth  dunta 


1 


i 

i 


4 


